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Control of fluid dynamics at the micrometer scale is essential to emulsion science and materials design, which is ubiquitous
in everyday life and is frequently encountered in industrial applications. Most studies on multiphase flow focus on oil-water
systems with substantial interfacial tension. Advances in microfluidics have enabled the study of multiphase flow with more
complex dynamics. Here, we show that the evolution of the interface in a jet surrounded by a co-flowing continuous phase with
an ultra-low interfacial tension presents new opportunities to the control of flow morphologies. The introduction of a harmonic
perturbation to the dispersed phase leads to the formation of interfaces with unique shapes. The periodic structures can be tuned
by controlling the fluid flow rates and the input perturbation; this demonstrates the importance of the inertial effects in flow
control at ultra-low interfacial tension. Our work provides new insights into microfluidic flows at ultra-low interfacial tension
and their potential applications.
1 Introduction
Injection of a fluid into a second co-flowing immiscible fluid
results in the formation of a jet, which is stable or breaks
up into droplets.1,2 The stability of such jets has been ex-
tensively investigated since the earlier work of Plateau3 and
Rayleigh,4 often motivated by industrial and practical applica-
tions such as inkjet printing5 and emulsion generation.6 The
recent developments of microfluidic technology have enabled
the studies of the dynamics and stability of jets at microme-
ter scales.7,8 An efficient way to generate such a jet and the
resulting monodisperse emulsion relies on the injection of a
dispersed phase into a co-flowing continuous phase. In this
case, the surrounding fluid has an important impact on the re-
sulting flow regime.8,9 Two regimes are commonly observed:
a dripping regime, where droplets are produced directly af-
ter the two fluids meet, and a jetting regime, where droplets
are generated after break-up of a jet at some distance down-
stream. Previous studies of such jets considered Newtonian
fluids with a substantial interfacial tension between the two
phases, which typically involve a combination of oil-based
and water-based liquids. It has led to a good description of
the transition between these two regimes; if the interfacial ten-
sion effects are sufficiently large compared to viscous and in-
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ertial effects, drops are formed.8–12 However, the actual ap-
plications of microfluidics increasingly require the use of flu-
ids with more complex rheological and interfacial properties.
Therefore, fundamental studies on multiphase systems with
more complicated dynamics are needed; these include fluids
with non-Newtonian rheological behaviors13 and fluids with
low interfacial tension.14 Among these systems, aqueous two-
phase systems (ATPS) typically exhibit an interfacial tension
over 500 times lower than in typical oil-water systems. The
ATPSs consist of two aqueous phases containing different in-
compatible additives, such as polymers and polysaccharides;
these aqueous mixtures phase-separate at high additive con-
centrations due to their incompatibility.15 The presence of the
additives leads to two distinct immiscible phases with different
properties.16 The interfacial tension of these systems are very
small and they therefore constitute a good example of systems
characterized by low interfacial tension. Despite the numerous
advantages of all-aqueous systems, such as their biocompati-
bility and their mild effects to the environment,15 they remain
poorly studied. Indeed, the dynamics of such an interface dif-
fer dramatically from classical systems as the interfacial ten-
sion effects are several orders of magnitude lower.17 It pre-
vents the generation of emulsions from a dispersed phase co-
flowing with a surrounding continuous phase. The noise inher-
ent to the experimental environment is not sufficient to break
up the jets into droplets. To induce droplet formation, we need
to actively perturb the dispersed phase; this can be achieved,
for instance, with a piezoelectric actuator14,18 or a mechanical
vibrator.19 Despite the particular emphasis on all-aqueous sys-
tems, such control is applicable to any two-phase flows with
an ultra-low interfacial tension, including oil-in-water systems
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in the presence of significant amounts of surfactants.17
In this paper, we consider a co-flow jet of two immisci-
ble phases that involve the injection of a dispersed phase into
a surrounding continuous phase. We study the dynamics of
the jet that forms at the junction where the two fluids meet.8
To date, the characterization of such a system has focused
on droplets of oil (or water) in a continuous phase of water
(or oil) with interfacial tensions on the order of tens of milli-
Newton per meter. In the present study, we consider aqueous
two-phase systems (ATPS) as a model system to study the dy-
namic of the interface. We consider this two-phase flow as
it exhibits significantly low interfacial tension. The interfacial
tension of different ATPS was measured using a spinning drop
tensiometer (Grace Instrument, USA). Based on the measure-
ment, we estimate the interfacial tension of the PEG/K3PO4
system to be lower than 10µN m−1. This hampers the forma-
tion of emulsion droplets at usual fluid flow rates but leads to
new fluidic phenomena, such as the formation of a corrugated
jet. It has been demonstrated experimentally that the transi-
tion between dripping and jetting depends on the relative im-
portance of two dimensionless numbers: the Weber number of
the inner fluid,
Wein =
inertial effects
interfacial effects
=
ρin r jet uin2
γ
(1)
and the capillary number of the outer fluid,
Caout =
viscous effects
interfacial effects
=
ηout uout
γ
(2)
where r, η , u, γ and r jet are, respectively, density, dynamic
viscosity, velocity, interfacial tension and radius of the jet. The
subscripts “in” and “out” denote the dispersed and continuous
phases respectively. Dripping occurs for Weber and capillary
numbers much smaller than unity.8 In systems with ultra-low
interfacial tensions, the Weber and capillary numbers increase
significantly due to the low value of γ , while the other physi-
cal quantities are maintained at the same order of magnitude.
In the present study, the interfacial tension is typically 1000
times lower than in classic oil-water interfaces. Thus, the for-
mation of droplets by dripping is not observed and the inertial
and viscous effects are more important than interfacial tension
effects.
The introduction of a mechanical perturbation of the dis-
persed phase in a two-phase flow system with an ultra-low in-
terfacial tension leads to two different regimes: generation of
droplets and formation of a jet with complicated patterns and
corrugations. In the second regime, we observe flow patterns
that are unique to systems with ultra-low interfacial tension
between the two phases. In this work, we demonstrate that by
varying the different operating parameters, we can facilitate
the transition from a droplet regime to a corrugated-interface
regime. We also characterize the influence of the flow rates of
the dispersed and continuous phases as well as the amplitude
and frequency of perturbation, achieving a good control over
the frequency and the size of the observed corrugations. This
method provides an insight into the dynamics of two-phase
flow, unique for systems with negligible interfacial tensions.
2 Experimental methods
The co-flowing two-phase flow was generated using a glass
microcapillary device, which has been described in previ-
ous experiments of oil-water emulsion generation,8 shown
schematically in Fig. 1. The inner round capillary, with in-
ner and outer diameters of 200 µm and 1.0 mm (World Pre-
cision Instruments, Inc) were tapered to the desired diameter
using a micropipette puller (Sutter Instrument, Inc.) to ob-
tain a tip with an approximate inner diameter dtip ∼ 40 µm.
Then, the tapered round capillary was fitted into a square cap-
illary (Atlantic International Technology, Inc.) with an inner
dimension of 1.05 mm. Matching of the outer diameter of
the round capillary to the inner size of the square capillary
ensured coaxial alignment of the two capillaries. The dis-
persed phase was injected into the device through the circu-
lar capillary, while the continuous phase was injected in the
same direction through the square capillary, leading to a co-
flowing jet in the collection capillary. The fluids were injected
into the capillaries through flexible plastic tubing (Scientific
Commodities Inc.), which were connected to syringe pumps
(Longerpump, LSP01-2A) that ensure a controlled flow rate
in the microfluidic device. In the present study, the dispersed
phase was a 15 wt% aqueous solution of tripotassium phos-
phate (K3PO4, Sigma-Aldrich), while the continuous phase
was a 17 wt% aqueous solution of polyethylene glycol (PEG,
Sigma-Aldrich). With the specified concentrations, the two
phases are immiscible; this is essential for the generation of
two-phase flows. In the absence of K3PO4 and PEG, the two
fluids directly mix and only form a one-phase flow. The den-
sities of K3PO4 and PEG solutions are, respectively 1159 kg
m−3 and 1027 kg m−3, while their dynamic viscosities are
1.46 mPa s−1 and 16.2 mPa s−1 respectively. The interfacial
tension between the two aqueous phases is very low, around
γ ∼ 10µN m−1.
The plastic tubing, which introduces the dispersed phase in
the device, was connected to a mechanical vibrator (Pasco Sci-
entific, Model SF-9324). The vibrator shook the flexible tub-
ing; this induces pressure fluctuation to the dispersed phase.
A function waveform generator (Rigol, DG1012) connected
with a power amplifier drove the vibrator to induce different
signals with tunable amplitudes and frequencies (from 0.1 Hz
to 50 kHz). In the present study, a sinusoidal signal was used
in the range [1− 50] Hz. Vibration of the tip of the inner
capillary connected to the plastic tubing was not observed, en-
suring that the effect of the mechanical vibrator was limited
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Fig. 1 Schematic of the experimental set-up used in this study. The
flexible tubing where the dispersed phase is introduced into the
cylindrical capillary in the device is connected to a mechanical
vibrator, which provides an external forcing into the system. In the
absence of vibrations, a jet is formed when the dispersed and
continuous phases meet inside the square capillary. When pressure
perturbations are applied, droplets or a corrugated jet are observed.
only to varying the pressure of the dispersed phase. The flow
behavior inside the microcapillary device was monitored with
an inverted microscope (Motic, ocular: WF10 × 18 mm, ob-
ject lens: EA4). A high-speed camera (Photron FASTCAM
SA4) was connected to the microscope and captured the flow
through the capillary. For some experiments, we added methy-
lene blue to the inner fluid for enhanced flow visualization. We
did not see any significant difference in the fluid dynamic be-
tween the experiments performed with and without the methy-
lene blue.
3 Results
3.1 From drops to corrugations
We show that the dynamics of the interface at ultra-low in-
terfacial tension is modified by the application of an external
perturbation at controlled frequencies. In the absence of vi-
brations, and with typical flow rates of the dispersed, Qin, and
continuous, Qout , phases, for instance, Qin = 150 µL h−1 and
Qout = 5000 µL h−1, a stable jet of radius, r jet , is observed
in the junction where the two fluids meet. Due to the very
low interfacial tension, no growth of disturbance is observed
all along the jet. This is in agreement with a very low value
for the growth rate associated to a Rayleigh-Plateau instability
(see Fig. 2a). As we introduce vibrations into the system, at
low frequencies of f = 3 Hz, the interface between the two flu-
ids oscillates. The oscillation has a well-defined wavelength,
which is directly related to the frequency of vibration of the
tubing, but the jet does not break up into droplets (Fig. 2b).
The wavelength of the perturbation, the flow rates of the inner
fluid and the applied frequency satisfy the following relation:
λ =
Qin
pi r jet 2 f
' 950µm (3)
This theoretical wavelength agrees well with the measured
wavelength of approximately 940 µm (see Fig. 2b). As we
increase the frequency further to f = 6 Hz, monodisperse
droplets are generated and subsequently collected.20 The in-
terface between the droplets is well defined, but the shape of
the droplets is not perfectly spherical. As the inertial force
is large with respect to the interfacial tension, capillary force
is not sufficient to restore the spherical shape of the droplets
(Fig. 2c). An even further increase in the frequency to f = 9
Hz results in the formation of a corrugated interface (Fig.
2d). These corrugations resemble morphologically the ones
observed in water-lubricated transport of oil inside horizontal
pipes21 and in droplet-induced corrugations in a three-phase
core-annular flow.17 The shape of the interface evolves along
the collection tube as the corrugations are advected by the
Poiseuille flow. Subsequently, at an even larger frequency
of f = 15 Hz, we observe that the frequency of the corru-
gations also increases while their amplitude becomes smaller
(Fig. 2e).
3.2 Transition between drop formation and corrugated
jet
To capture the physical mechanism underlying the depen-
dence of the morphology of the jet on the disturbance fre-
quency, we performed a systematic experimental study vary-
ing both the amplitude and the frequency of the pressure dis-
turbance, keeping the inner (Qin) and outer (Qout ) flow rates
constant while maintaining a low Qin/Qout ratio: Qin = 150
muL h−1 and Qout = 5000 muL h−1. As we shall see later, the
ratio Qin/Qout has an important influence of the observed flow
regime. Here, two main flow regimes can be distinguished
(see Fig. 3): a regime where drops are generated and a corru-
gated jet regime. For the present fluid flow rates, the optimal
frequency for forming droplets lies in the range f = 4 Hz and
f = 5 Hz where droplets are formed at a wide range of driving
amplitude. At frequencies larger than 8 Hz, the driving ampli-
tude achievable with our current experimental setup is not suf-
ficient to break the jet into droplets. The amplitude of pressure
disturbance is directly related to the amplitude of the shaking
of the inner tubing, which is tuned by varying the input volt-
age of the vibrator. However, a direct relationship between
the amplitude of shaking of an oscillating flexible tubing and
the resulting pressure perturbation remains challenging to ob-
tain.22 The occurrence of these different regimes is presented
in a (U, f ) state diagram where U is the driving amplitude of
the mechanical vibrator in volts and f the frequency in Hz,
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Fig. 2 Different flow regimes at increasing frequency of applied
vibration to the dispersed phase. Flow rates are Qin = 150µL h−1
and Qin = 5000µL h−1: (a) At f = 0 Hz, a stable jet is formed. (b)
At f = 3 Hz, we observe oscillations of the jet. (c) At a higher
frequency of f = 6 Hz, monodisperse droplets are generated. (d) At
an even higher frequency of f = 9 Hz, corrugations are formed. (e)
At a frequency of f = 15 Hz, corrugations with a smaller
wavelength are observed. The dispersed phase is 15 wt% K3PO4 in
water, the continuous phase is 17 wt% PEG in water. The fluids flow
from left to right. Scale bars are 200µm.
in Fig. 3. An estimation of the optimal frequency required
to break to inner jet into droplets can be done based on the
Rayleigh- Plateau instability analysis. For an inviscid jet in
the air, a theory has been developed by Lord Rayleigh,2,4 who
considered a circular liquid jet. This jet can become unsta-
ble due to the capillary force and break up into droplets. This
simple case already leads to a good estimate of the optimal fre-
quency to break the jet into droplets, which corresponds to the
maximum value of the growth rate for the Rayleigh-Plateau in-
stability. We considered the flow in the jet as incompressible
and introduced a perturbation v = v0 + δ v and p = p0 + δ p,
where v0 is the mean velocity of the fluid and p0 is the Laplace
pressure in the undisturbed jet p0 = γ/r jet with γ being the in-
terfacial tension. The radius of the jet in the frame of reference
at the velocity, v0, writes r jet(t) = r0(1+ ε0 eσ t), where r0 is
the radius of the undisturbed jet. A linear stability analysis
enables us to calculate the growth rate of the capillary insta-
bility:2,4
σNV =
[
γ k
ρ r jet 2
(
1− k2 r jet 2
) I1(k r jet)
I0(k r jet)
]1/2
(4)
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Fig. 3 Phase diagram of the different flow regimes encountered in
the experiments as a function of the driving amplitude U (in volts)
and the frequency f (in Hz) for an inner and outer flow rates of
Qin = 150µL h−1 and Qin = 5000µL h−1 respectively. Red
squares indicate the regime of corrugated jets, blue circles are the
regime where monodisperse drops are formed. The black
dashed-line is the rescaled growth rate of the Rayleigh-Plateau
instability σ/σmax obtained using the theoretical analysis of Guillot
et al. 9,12.
where r0 is the density of the fluid, k is the wavenumber,
I0 and I1 are, respectively, the Bessel functions of order 0 and
1. The wavenumber k and the frequency of perturbation f
satisfy the relation k = 2pi f/v jet , where v jet is the velocity
of the inner fluid determined by the applied fluid flow rates.
From this expression of the growth rate, the maximum of the
function σ(k) is reached for k r jet ∼ 0.7; thus the most ampli-
fied wavenumbers is km r jet ∼ 0.7r jet whereas for k r jet > 1,
no perturbation can grow as the growth rate, σ(k), is imagi-
nary. Later, Tomotika23 has shown that the presence of a sur-
rounding fluid has an important effect on the stability of the
cylindrical thread. However, in this case, the outer fluid is at
rest and therefore does not describe the influence of the veloc-
ity of the outer fluid. Therefore, we have considered in this
paper the analysis of Guillot et al.9,12,24 who considered a co-
flowing jet confined in a microchannel similar to our system.
Using the theory of a confined jet allow us to directly obtain
the growth rate of the Rayleigh-Plateau instability for a given
radius of the outer channel, fixed inner and outer fluid flow
rates, and fluid properties. In this case, the growth rate of the
Rayleigh-Plateau instability σ is given by
σ =
γ
16ηout R
F(x,λ )(k2− k4)
x9 (1−λ−1)− x5 (5)
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with
F(x,λ ) = x4 (4−λ−1 +4lnx)+ x6 (4λ−1−8)
+x8
[
4−3λ−1−4(1−λ−1) lnx] (6)
where λ = ηin/ηout as the ratio of the dynamic viscosities of
the inner and outer fluids, respectively. R is the radius of the
cylindrical outer capillary, k is the dimensionless wavenumber
of the perturbation, and x represents the dimensionless inner
thread radius r jet/R. This growth rate of the capillary insta-
bility is calculated by applying measured values of the differ-
ent variables to equations (5) and (6). The resultant growth
rate is plotted as a function of the frequency of perturbation
f = 2pi v jet/k in Fig. 3. The mechanism responsible for the
break up of the inner thread remains the same in all three ap-
proaches; the only difference is that in the approach by Guillot
et al.,9,12 the value of the growth rate is modified by the pres-
ence of an outer phase with a non-zero velocity. Apart from
the frequency and amplitude of the driving fluctuation, the ra-
tio of flow rates of the two phases also affects the morphology
of the jets. For all flow rates, we tune the frequency and the
amplitude of pressure disturbance to determine whether drop
formation is possible. For a given outer flow rate Qout , for-
mation of drops is achieved at sufficiently low flow rates of
the inner fluids; above the critical flow rate, droplets cannot
be generated and instead, a corrugated jet is formed. This can
be explained by the resulting thickness of the jet. As the ratio
Qin/Qout increases, the thickness of the jet increases accord-
ingly.8 Therefore, since the interfacial tension effects are neg-
ligible, the deformation of the interface must be large enough
to chop off the jet into droplets; otherwise, no droplets can
be formed. The limit of the degree of deformation achievable
is imposed by the experimental setup. The results are sum-
marized in a phase diagram, which shows the different flow
regimes as a function of Qin and Qout , in Fig. 4. In the follow-
ing characterization of corrugated jets, we impose a ratio of
the inner fluid flow rate to the outer fluid flow rate (Qin/Qout )
such that no drop formation is observed. This allows us to gen-
erate a corrugated jet and study the influence of the different
relevant parameters on its dynamics.
3.3 Tuning the shape of corrugations
In the corrugated-jet regime, the shape of the corrugations can
be manipulated by adjusting the fluid flow rates as well as the
frequency of perturbations. The fluid-fluid interface becomes
highly corrugated if the inner fluid flow rate, Qin, is signif-
icantly increased, for example, to 1000 µL h−1 at a constant
outer fluid flow rate, Qout = 5000 µL h−1, as shown in Fig. 5a.
For given inner and outer fluid flow rates, an increase in the
frequency of perturbation leads to a corresponding increase in
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Fig. 4 Phase diagram of the dynamics of the co-flow jet as a
function of the inner (Qin) and outer (Qout ) flow rates. Blue circles
refer to the regime where monodisperse drops can be formed
whereas the red squares indicate the regime where no drop
formation is possible for any frequency and amplitude of
perturbation leading to a corrugated jet.
the number of corrugations per unit length (Fig. 5b-d). The
observed frequency of the corrugations is directly related to
the applied frequency (see Fig. 5e). Moreover, the amplitude
of the applied perturbation can also be used to change the am-
plitude of the corrugations, as exhibited in Fig. 6. An increase
in the perturbation amplitude leads to corrugations with higher
amplitudes.
3.4 Discussions
The transition between drop formation and corrugated jet for-
mation can be understood in terms of a Rayleigh-Plateau insta-
bility. We calculate the theoretical growth rate for a co-flowing
jet; its variation with respect to the frequency is given in Fig.
3. This simple theory predicts that no drops formation can
be observed for frequency f ≥ 8 Hz with the considered flow
rates because the excited wavelength is such that λ ≥ 2pi/r jet 2
This is in agreement with the experimental results shown in
Fig. 2. For low frequency, the growth rate remains small and
thus the time required to break the jet becomes longer. This
explains why droplets are not produced experimentally, for
frequency f ≤ 2 Hz. For frequency around f = 4−5 Hz, the
growth rate is maximum and droplets are formed. The value of
the optimal frequency for which the growth rate is maximum
can be roughly estimated using the Rayleigh-Plateau criterion
for an inviscid jet in the air: kr jet ' 0.7, which leads to the
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Fig. 5 The interface between the two fluids becomes highly
corrugated at high flow rates and no droplet formation is observed:
Qin = 1000µL h−1 and Qin = 5000µL h−1. Here Qin is seven
times larger than that in Fig. 2. The number of corrugations
increases with increasing frequency. (a) f = 7 Hz, (b) f = 9 Hz, (c)
f = 11 Hz, (d) f = 20 Hz. The dispersed phase is 15 wt% K3PO4 in
water, while the continuous phase is 17 wt% PEG in water. Scale
bars are 200µm. (e) Frequency of corrugations observed, fcorr, as a
function of the applied disturbance frequency, fdist . The black
dashed line has a slope of unity.
relation for the perturbation frequency:
f ' 0.7Qin
2pi r jet 2
(7)
According to this systematic study, the most effective fre-
quency for inducing droplet formation is the optimal fre-
quency, f ' 4.5 Hz. It shows a significant deviation with the
estimation based on the Rayleigh-Plateau instability for an in-
viscid jet in air. To obtain a better value for this optimal fre-
quency, we need to consider the influence of the surrounding
fluid with a non-zero-velocity. Unfortunately, there is no sim-
ple expression in this case.9,12 The theoretical expression of
the growth rate in this case is shown in Fig. 3 and exhibits a
good agreement with the experimental results. This confirms
that the mechanism responsible for the break up of the per-
turbed jet in our experiments is Rayleigh-Plateau instability.
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Fig. 6 (a) The effect of increasing the driving amplitude of
mechanical vibrator on the size of the corrugations, for given
frequencies f = 11 Hz and flow rates Qin = 1000µL h−1 and
Qin = 5000µL h−1. An increase in the voltage from (b) 0.1 V to
(c) 2.2 V, results in thinner and longer corrugation tails. The
dispersed phase is 15 wt% K3PO4 in water, while the continuous
phase is 17 wt% PEG in water. Scale bars are 200µm.
Unlike in the undisturbed case where no perturbation would
grow, disturbance of the jet can be induced by introducing an
initial disturbance at appropriate amplitudes. However, when
the size of the jet becomes too large or when the applied fre-
quency is not optimal, no droplet formation can occur. In this
case, the pressure perturbation initially modulates the shape
of the interface and the driving force behind the further defor-
mation of the interface and the subsequent formation of the
corrugations is the pressure fluctuation applied to the system
via the mechanical vibrator. The interfacial tension between
the dispersed and the continuous phase is very low, and thus
inertia dominates. Therefore, the interface between these two
aqueous phases is highly deformable, and is susceptible to ex-
ternal forcing. The mechanism behind this corrugated jet is
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as follows: when the pressure of the dispersed phase reaches
its minimum, the jet exiting the nozzle has a small diameter
(Fig. 7a). As the driving pressure increases, the flow rate
of the dispersed phase increases and so does the jet diame-
ter (Fig. 7b). In this manner, the diameter of the jet changes
periodically according to the applied perturbation. Thus the
wavelength of the oscillations of the jet follows that of the ap-
plied perturbation. The deformed interface is then advected
by the Poiseuille flow in the microchannel (Fig. 7c) and con-
tinues to deform passively due to the ultra-low surface tension
between the two aqueous phases. Downstream in the collec-
tion tube, the corrugations appear as sharp edges (Fig. 7d).
To sum up, the applied pressure is proportional to the veloc-
ity of the inner jet due to the low Reynolds number of the
flow (typically around unity). As a result, the observed cor-
rugations are not due to any novel source of instability. In
this way, the jet adopts the shape of the corrugations that re-
semble the shapes of arrows and mushrooms. The mechanism
behind the observed phenomenon of the formation of corruga-
tions in water-water interfaces, is similar to the one proposed
previously for the formation of corrugations in a three-phase
core-annular flow.17 In that case, the moving inner droplets
deform the jet interface and the subsequent advection of the
interface by a Poiseuille flow induces the corrugations. Here,
the same mechanism is at play; instead of the periodic gener-
ation of the inner droplets, the pressure fluctuation introduces
the initial deformation of the interface. References Thus the
frequency of corrugations exactly matches that of the applied
pressure disturbance, as confirmed in Fig. 5e.
Depending on the flow rate, the amplitude and the fre-
quency of perturbation, different corrugation shapes are ob-
tained, as presented in Fig. 8. The control over the morphol-
ogy of the corrugations creates new opportunities to gener-
ate complex materials such as fibers with an increased surface
area with respect to their volume for applications related to
materials engineering and catalysis.
4 Conclusions
In this work, we characterize the drop-to-corrugated jet tran-
sition with respect to the driving frequency and amplitude as
well as the fluid flow rates in systems where the interfacial
tension between the two immiscible phases is very low (lower
than 10µ N m−1). Previously, similar corrugations have been
formed by introducing inner droplets inside a jet.17 Since it
is not always easy to introduce inner droplets in a controlled
fashion, our approach offers a more versatile route to perturb a
jet. Moreover, the present approach, which relies on a pertur-
bation of the inner phase, is simple and enables a high degree
of control over the flow rates and the frequency and ampli-
tude of the external forcing. Adjustment of these parameters
allows the manipulation of the fluidic regime. We also ob-
(a)
(b)
(c)
(d)
Fig. 7 Evolution of the corrugated jet for an inner and outer flow
rates of Qin = 600µL h−1 and Qin = 5000µL h−1 respectively.
The frequency used is f = 5 Hz and the driving amplitude U = 1.4 V.
The red boxes follow a specific corrugation. Scale bars are 200µm.
serve new corrugation morphologies characterized by thinner
and longer tails, different from those reported previously. This
new understanding in the perturbation of liquid jets inspires
new strategies to manipulate liquid systems with ultra-low in-
terfacial tensions and leads to the development of methods for
creating novel fibers and droplets that can be used in various
industrial and biomedical applications. Applying this method
to fluids that can be instantaneously solidified would generate
new material structures at the micrometer scale in a controlled
fashion.
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